


It is recommended that the panels be sorted according to the desired pattern
lines and (if necessary) colour nuances prior to installation. You should start
working with packages of laminate flooring immediately after opening!

Installation: It is recommended that you lay out the panels in the direction of
the length and the source of light [11].

For non-straight walls, you must first transfer the profile of the wall-line to
the first row of panels and saw the panels accordingly. Measure, prior to
installation, the spatial dimensions of the room as well. In the event that the
first row of panels proves to have a width of less than 5 cm, you must then
evenly partition the remaining length (excess length) among the first and last
row of panels in such a manner that both rows are cut to size with the same
(symmetrical) panel-width.

Begin your installation in the left corner of the room. Lay out the first panels
with the tongue-spring side facing the wall and secure the edge separation
(gap) with shims. It is important to retain a 12 — 15 mm edge distance
(expansion gap) from the wall, heating pipes, posts, doorstop, etc [12].

Insert a second panel by the short side with an angle of 30° into the groove
profile of the forward-positioned first panel [13] and then lay it out flat onto
the floor. Be sure that the long edges lie in a row and that no misalignment
appears and that a straight line is formed. This is necessary in order to be able
to install the second-row panels without gaps into the length-wise profile.

Attach the remaining panels to the end of the first row.

Turn the last panel in the row [14] by 180° for fitting in / cutting to fit, then
attach with the decorative side upwards next to the previously existing row
(notch-side to notch-side) and wall side. Be careful to retain an edge gap of
12 — 15 mm along the short side. Mark the panel length and then saw off. In
order to avoid the edges chipping off, the decorative side should be facing
down when using either an electric jig-saw or a circular hand-saw. Otherwise,
cut off from the panel upper-side. Begin each new row with the remnant
piece (at least 20 cm long) of the previous row..

Begin the second row with a half panel or with a remnant from the first row
[15, 16]. You must be careful here to make sure that the panel is no smaller
than 30cm and no larger that 95 cm. The joint offset (transverse joint offset)
must be at least 30 cm from row to row, respectively.

Lay out the panel piece of the second row in such a manner as to allow the
panel long-sides of the 1t and 2" row to lie parallel over one another, but
not to be clicked in [16]. This means that the tongue-spring side of the first
row lies on the groove side of the 1%t row. Prior to clicking in place, further
panels must be laid out to the end of the 2nd row. Then proceed in the same
manner as for the 1t row [17, 18].

Once the complete 2nd row lies next to the 1st row, it is then to be lifted up
by about 3 - 4 cm on the left side on the long side (tongue-spring side) facing
into the room [19].

The tongue-spring of the panels on the 2" row slides, along the lifted-up
section, into the groove of the 1%t row. When laying the panels down again,
the Click-Connection should then latch into place. Repeat this procedure
along the whole length of the 2" row (a kind of zippering system), until the
1t and 2" rows are laid out with one another without gaps and without
height displacement. When connecting the 1%t and 2" rows, take particular
care that the panels are laid out with misalignment length-wise. The laying
out of further rows is then carried out as in row 2 with consideration of
sufficient transverse-joint offsetting [20].

For installation surfaces with more than 8 metre length or width, and for
considerably angled rooms, expansion joints (at least 2 cm wide) are
necessary [21]. This allows the floor to respectively expand or contract during
climactic changes. Keep this in mind also when making overlapping
installation from one room to another. In this case, the surfaces in the area of
the door frame must be interrupted. Expansion joints can be properly masked
with corresponding profiles.
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For heating-radiator pipes, holes that are drilled 3cm larger than the pipe
diameter must be avoided. A “fitting piece” should be cut out, glued, fitted
in and fixed in place with a wedge until the glue has dried. Then cover the
recesses with a radiator-sleeve [22, 23, 24].

Wooden doorframes should be shortened enough that a panel with footfall
sound insulation including 2 - 3 mm gap can fit underneath [25, 26].

After installation, remove the separation wedges [28].

Then, for a perfect completion of your project, attach the baseboard cleats in
intervals of 40 — 50 cm onto the wall and put the respectively cut baseboard
in place [29].

Cleaning and Maintenance
Remove non-sticking dirt by sweeping or with a vacuum suitable for hard
floors [30].

For the on-going care, use only the wiping materials recommended by the
manufacturer of the laminate. The following are not suitable for the
treatment of laminate flooring surfaces: polish and cleanser with treatment
additives such as wax, oil, etc. The laminate flooring may not be polished [30].

Wipe up foot-prints and dirt with a thoroughly-squeezed and drip-free cloth.
Standing water should be avoided in all circumstances [31]!

Special care should be taken regarding flower pots, vases, etc that are
standing on the laminate. Use a water-proof support underneath the object.

Stubborn spots should be selectively cleaned and removed with a suitable
cleanser spray or acetone. Do not apply additional sealant onto the laminate
flooring surface.

Attention! Protect the flooring from scratches or indentations! Use a
sufficiently large dirt-magnet around the entry areas.

Furniture feet made of wood, metal or plastic must be furnished with felt-
protectors. Office chairs with soft rollers (DIN 12529) only are to be used [32],
or lay down a commercial quality protective matt. With consideration of
these instructions, you will extend the longevity of your laminate flooring
and be able to retain complete claim to the guarantee particulars.



